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0.1 fc 0.25 fc 0.5 fc 2.0 fc1.0 fcIsoline values

IES Photometric files HAZ-S2 LED 12V6W L817C
Isoline template 7' mounting height

Mounting height 7'  Tilt 0° Mounting height 7'  Tilt 30°

Mounting height 7'  Tilt 15° Mounting height 7'  Tilt 45°
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0.1 fc 0.25 fc 0.5 fc 2.0 fc1.0 fcIsoline values

IES Photometric files HAZ-S2 LED 12V6W L817C
Isoline template 9' mounting height

Mounting height 9'  Tilt 0° Mounting height 9'  Tilt 30°

Mounting height 9'  Tilt 15° Mounting height 9'  Tilt 45°
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0.1 fc 0.25 fc 0.5 fc 2.0 fc1.0 fcIsoline values

IES Photometric files HAZ-S2 LED 12V6W L817C
Isoline template 11' mounting height

Mounting height 11'  Tilt 0° Mounting height 11'  Tilt 30°

Mounting height 11'  Tilt 15° Mounting height 11'  Tilt 45°
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0.1 fc 0.25 fc 0.5 fc 2.0 fc1.0 fcIsoline values

IES Photometric files HAZ-S2 LED 12V6W L817C
Isoline template 15' mounting height

Mounting height 15'  Tilt 0° Mounting height 15'  Tilt 30°

Mounting height 15'  Tilt 15° Mounting height 15'  Tilt 45°
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0.1 fc 0.25 fc 0.5 fc 2.0 fc1.0 fcIsoline values

IES Photometric files HAZ-S2 LED 12V6W L817C
Isoline template 20' mounting height

Mounting height 20'  Tilt 0° Mounting height 20'  Tilt 30°

Mounting height 20'  Tilt 15° Mounting height 20'  Tilt 45°
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0.1 fc 0.25 fc 0.5 fc 2.0 fc1.0 fcIsoline values

IES Photometric files HAZ-S2 LED 12V6W L817C
Isoline template 25' mounting height

Mounting height 25'  Tilt 0° Mounting height 25'  Tilt 30°

Mounting height 25'  Tilt 15° Mounting height 25'  Tilt 45°
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0.1 fc 0.25 fc 0.5 fc 2.0 fc1.0 fcIsoline values

Isoline template 30' mounting height

Mounting height 30'  Tilt 0° Mounting height 30'  Tilt 30°

Mounting height 30'  Tilt 15° Mounting height 30'  Tilt 45°

IES Photometric files HAZ-S2 LED 12V6W L817C


